OFFICE OF THE MARION COUNTY SURVEYDR s ST A 7100|N
SECTION RECORD CORNER

SECTION __ 31 TOWNSHIP___ 17  RANGE_3 . R |
DATE: 4499 ——-- 2-28-04 _L _l—
PARTY CHIEF:__——Micoxen- Kiste | |
CREW:

TYPE OF MARKER: Harrison | I
METHOD OF ESTABLISHMENT:__ Countyr 7-25-94

Rodebaugh Rd 3600 W

IN. SP.C. E ZONE, NAD 83 l

NAME: 17033102 |
Ni 314609.9910(m) >
E: 91674.9940(m) o
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Original post set 1820 by Laughlin with witnesses: 12° hickory $ 5 W 35 links, 6” ash N 27 E 13 links
per Marion County Atlas pg. B. Smith 11-26-1866 called stone with witnesses: 20 beech N 9 W 30
links (43 lengths), and 22* beech S 42 W 45 links (76 1/2 lengths) per Plke Township Legal Survey
Book pg. 16, Miller 9-29-48 colled nall & washer over 1 1/2 brass plug. Fleener 6-30-60 called same.
Fortner 4-4-74 colled same, Miller 3-31-76 caolled PK nall.  Greene 11-23-87 called same. Wilcoxen

‘93 called railroad spike over 1* square brass plug 8" down. Kiste 7-25-94 set Harrison. Railroad
spike found 12° down. Brass plug found 20° down. Re-tied 4-11-99 by Wilcoxen.

HC733102

REF. DISTANCE DESCRIPTION

1 30.90° PK nail E PwP#17-258A 12'up

2. 46,81 Top nut fire hydront

3, 139.55/ Cut 'x’ W-bolt aluminum pole base

4, 80.00' Due E to C/L of Guion Rd : PK nail found
3. 126,48’ Cut 'x’ N-bolt aluminum pole base

6. 7153 Cut 'x’ W-bolt aluminum pole base

7. 9126 Mog nail E guide pole #251-258B 8’up

8. 120.73’ Mog nail S PwP#16-258B 20°up




